OMPOCHbIU NNCT
SPECIFICATION

on-67
SP-67

OAO CnaBHeaTb-HHUC . T HpocnaBnb

CTpouTenbcTBO 3CTaKkaAbl FrepMeTUYHOro HanMBa apomatuyeckux yrnesogopogoB N'HJ

OAOQ "Slavneft-YANOS". Yaroslavl

N3m./Rev. N3m./Rev.
NverPace 0|1 3/14,5/,6|7)|8 LMCT/Page 0/1/2|3|4 6|7|8|9
1 X 29
2 X 30
3 X 31
4 X 32
5 X 33
6 X 34
7 35
8 36
9 37
10 38
11 39
12 40
13 41
14 42
15 43
16 44
17 45
18 46
19 47
20 48
21 49
22 50
23 51
24 52
o 25 53
26 54
27 55
° 28 56
PeBunanu / Revisions OCHOBaHMe Ans U3MEHeHNs YTB. / Appr. by
OTaen ABToMaT/3aLMn [poLeccos AN )
223 g::: Depaﬁ%?:{mn Chef'-t?fnggsngi:t Basis for revisions rnaslﬁltl:j:;*n?:re]zgn.eﬁoewa
1 | 08.17 %/ W B oWy KA DTS SaKGEHANA MOSHLANY CGOTpESaSMK WKaD0D X Q %)
2
2
3
0242.00-ATX1.3.011-67
IF 0242.00-ATX1.3.SP-67
YTBepaun
. H”‘:":),,: Zn:pC:H gﬁg zz:; NPOEOOTEOPHOE YCTPOMUCTBO CTaﬂ”;Stage ””mlpage ”mgm”m
e T A DY, po BcnomoratenbHble cUCTeMBbI
F P;j,;;‘éz;‘ian p—— ekt | o6a7 SAMPLING DEVICE Auxiliary 000 «HIK
= Designed systems «BONrA-ABTOMATUKA»




OMPOCHbIN INCT on-67
SPECIFICATION SP-67

1 YCTAHOBKA
[aHHbIN onpocHbIM NUCT onpeaenseT noctaeky cpeacts KM 1 asTomatuky, a Takke
BCMomoraTtenbHbIX MaTepuanos ana yctaHosku MHO uexa Ne5
OAO "CnaBHedpTb-AHOC". r. Apocnasnb.

UNIT

The present specification defines the supply of instruments and supplementary
materials for

JSC "Slavneft-YANOS". Yaroslavl. Russia.

2 METEOPOJIOM'MYECKUE YCNOBUA YCTAHOBKU
TEMIMEPATYPA AbcontoTHaa MakcumanbHas - nntoc 37 °C
AbcontoTHasg MUHUMarnbHas - MUHYC 46 °C
CpegHsis Temnepatypa Hanbornee Tensnoro mecsua - nntoc 23,2 °C
CpegHsst Temnepatypa Hanbornee XonoAHOM NATUAHEBKN - MUHYC 34 °C
OTHOCUTENbHAA BIIAXXKHOCTb
Hawnbonee tennoro mecsua - 74 %
Hawnbonee xonogHoro mecsua - 83 %

CLIMATIC CONDITIONS
TEMPERATURE Absolute maximum - plus 37 °C
Absolute minimum - minus 46 °C
Average of the hottest month - plus 23,2 °C
Average of the five coldest days - minus 34 °C
RELATIVE HUMIDITY
The hottest month - 74%
The coldest month - 83%

3 BHELWWHAA OKPACKA
LieeT nocTaBnsiemMoro ob6opynoeaHus GyaeT cooTBEeTCTBOBaTbL cTaHaapTam MocTasuiuka.

PAINTING
The colour of the articles supplied shall be according to supplier's standards.

4 TEXHWYECKWM NACMOPT U OOKYMEHTALUA
Kaxabii npnbop AOMmMKeH NOCTaBNATLCSA C TEXHMYECKUM nacnopToM. CoaepxaHue
TEXHMYECKOro nacrnopTa 1 TpeboBaHWs K JOKYMEHTALNN yKka3aHbl B
0242.00-ATX1.3.011-00 "TpeboBaHus k gokymeHTaumn MNocTaBwwmka."
MepedeHb OKyMeEHTOB [NocTaBLLMKa COOEPXUTCS B
0242.00-ATX1.3.3TTl1-67 "3anpoc Ha TeXHMYECKOEe NpeanoxeHue"

TECHNICAL PASSPORT AND DOCUMENTATION

The each instruments must be suppled with technical passport. The contents of
technical passport and requirements for technical documentation see
0242.00-ATX1.3.SP-00 "Requirements for suppliers technical documentation”.
List of documents required from the supplier see

0242.00-ATX1.3.ITP-67 "Inquiry for technical proposal”
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OMPOCHbIN INCT on-67
SPECIFICATION SP-67

5. KABEJIbHbIE CAJIbHUKOBBIE YIMIITIOTHEHUA.
OnekTpnyeckune kabenbHble BBOAbI OyayT NOCTaBMNEHbI METANNIMYECKMMUN (HUKENMPOBAHHAs
natyHb) ans kabenen guametTpomM 9 - 16 MM B UCNOMHEHNM, COOTBETCTBYIOLLIEM
WCIMOJSTHEHWNIO MO B3pbIBOGE30MACHOCTN BCNOMOraTesibHbIX YCTPONCTB
(coneHonaHbIV KnanaH, KOHeYHble Bbikntovatenu 1 T.4.). CanbHUKM JOMKHbI UMETb
YCTPONCTBO ANs KpenneHus u 3aseMneHuns 6poHu kabens.

CABLE ENTRYS.

Electric cable entrys will be supplied with metal (nickel-plated brass), for cable
diameters of 9 - 16 mm, in the performance of corresponding explosion-proof
execution of assistive devices (solenoid valves, limit switches, etc.).

Cable entrys must be device for fixing and earthing cable armor.

6. YCNoBuUA 3AWLNTBLI OT KOPPO3UOHHbIX CPEQ (HAMUYUE H,S).
O6opynoBanne KU, nogBep:xeHHOe BO3AENCTBMIO CEPOBOAOPOAA, AOIMKHO BbITb
M3roTOBIIEHO B COOTBETCTBUM C pekoMeHdauusmm ctaHgapta NACE MR 0103-2003
CONDITIONS OF PROTECTION FROM CORROSIVE FLUIDS (H , S content)
Control and metering equipment influenced by H, S must be manufactured in
accordance with recommendations of NACE MR 0103-2003 standard.

7 KOMMNNEKT NOCTABKU
B KoMnnekT noctaBkM TePMOMETPA CONPOTUBIEHUS AOMKHbI BXOAUTb KabenbHbIN BBOA M3
HUKENMPOBAHHOW NaTyHW C NEPEXOA0M Ha MeTannopykas Unn ¢ BO3MOXHOCTbIO KpenmneHnst 1
3a3emrieHns 6poHn kabens (anameTpom 9-16 Mm), rmnb3a, npoknagkun. dnaHuesas

rmnb3a TEPMOMETPA CONPOTUBMNEHNSA JOMKHA NOCTABNATLCS BMECTE C KPENEXHbIMU
getanamMmu (LUNUIbKK, rakn) 1 npoknagkon. TepmMomMeTp CONPOTUBIEHNS AOMKEH NOCTaBNATb-
cs ¢ OMpKOI 13 HepXXaBeLLIEN CTann C NO3ULMOHHBLIM 0603HaYEeHNEM.

SET OF SUPPLY.

The package should include RTD cable gland nickel-plated brass with transition to metal
hose or with the possibility of mounting and grounding cable armor (9-16 mm diameter), s
leeve gaskets. Flanged sleeve RTD should be supplied with mounting parts (bolts, nuts) and
gasket. The thermometer has to be supplied with a stainless steel tag with the reference
numeral.

8 [OOMNOJNHUTENbHbLIE TPEBOBAHUA
MeXnoBepOYHbIV MHTEpPBan: He MeHee Tpex feT.
HasHaueHHbIN cpok cnyxbbl He MeHee 15 neT (npy ycnoBusx akcnnyaTauun, ykazaHHbix B OJ1).
Bce TepmMoMeTpbl CONPOTMBIIEHUSA AOSMKHbI MOCTaBAATLCA CO CBUAETENBCTBOM O NEPBUYHON
nosepke no ctaHaapty P®
Heo6xomMMOCTE MNOATBEPXOEHMST YyYaCTHMKAMM BaKyIOUYHHEX NPOLEenyp
OTCYTCTBMSI B IIOCTAaBJIIEMOM OOBOPYOOBaHMM KOMIUIEKTYWOIUMX M3 CTpPaH
Nuapum n Kurasz

YCTON4MBOCTb K NpOMbILLeHHon Bubpaumm (20-100Iy). Ha HedTenpoaykTax He NPUMEHATb
doraHubl C NSIOCKON YyNNOTHUTENbHOW NoBepxHOCTbIO (ucn. A no FOCT 33259-2015)
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KosterinSN
Печатная машинка
Необходимость подтверждения участниками закупочных процедур 
отсутствия в поставляемом оборудовании комплектующих из стран 
Индии и Китая


ONMPOCHbIU NUCT on-67
SPECIFICATION SP-67

PARTICULAR REQUIREMENTS
Calibration interval: not less than three years.
Assigned service life of at least 15 years (under conditions specified in the SP).

Resistance to industrial vibration (20-100Hz).
On oil products do not use flanges with flat sealing surface (type A according to
GOST 33259-2015).

10. KOMMMNEKT NMNOCTABKMW.
B kOMNNeKT NoCTaBKu AOMKHbI BXOAUTb OTBETHbIE doriaHLbl, KpeneXxHble
n3genus 1 Npoknaaku.
Ha kopnyce knanaHa Heo6xoaMMo NpegycMOTpeTb CbeMHYIO NNacTUHY pa3MepoMm
80 MM x 100 MM X 2 MM 13 HepXXaBetoLLen cTanu Ang HaHeCeHNs MapKUPOBKM Ha
npeanpuaTnm 3akas4duvka.

SET OF SUPPLY.

The package should include valve elektropnevmopozitsioner, response flanges, fasteners,
gaskets.

The body is necessary to provide a removable plate in the size

80 mm x 100 mm x 2 mm stainless steel for marking on the Customer's enterprise.

MaTepman KpenexHbIX usgenum
Wnnneka no MOCT 20700, matepuan ctanb 35XM NOCT 4543
Manka no FOCT 20700, matepuan ctanb 35 TOCT 1050

Material fasteners
Stud according to GOST 20700, material steel 35HM GOST 4543
Nut according to GOST 20700, material steel 35 GOST 1050

Mpoknagkun
CnupanbHO HaBUTbIE MPOKIAAKM C BHYTPEHHUM OrpaHUYUTENBHBIM KOMbLIOM, €CINN MHOE
He OroBOpeHO B TabNMYHOM YacTu ONPOCHOro NncTa

Gasket
Spiral wound gaskets with inner restrictive ring, unless otherwise specified
in the tabular part of the questionnaire
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OMPOCHbIV NUCT on-67
SPECIFICATION SP-67
TTPoB0OTOOPRNK
Sampler
YctaHoBKa: Tpy6onpoBopa Hanusa JIBX
[OunameTp noaBoAasLIEro L] -32 L -50 L] -80
Tpy6onpoBoaa, MM . -100 D -150 D -200
D - py4HoO#M . -aBTOMaTM4ecKkui
WUcnonHeHnne
u -o6wWenpomMbIlneHHoe . 1 ExdIIBT4
B komnnekTe ¢
6nokoM ynpaBneHus . Ad D “Her
MutaHne 6noka
ynpasneHust . -2208 D -248
O6wtem 6annoHa . 3000cm? D 4000cm® [ ] so00cme
MuTaHune
anekTpoaBuratens D -2208 . -380B
Hacoca
BbixogHoM curHan . RS-485 D CK=24
oT 6noka ynpaBneHus
NMPUMEYAHUA:
NOTES:
MOOENb / U3ArOTOBUTEJb
NMPOBOOTBEOPHOE YCTPOUCTBO amcT fnam)
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OMPOCHbIUN NNCT oJ1-67
SPECIFICATION SP-67
> TABTIETTE V3BbITOUNOE ABCOTTO THOE
g2 PRESSURE MPa GAUGE l:l ABSOLUTE
Z 3 TEMIEPATYPA °
g TEMPERATURE C
KVLKOCTH CMECH
< L LIQUID M l:l MIXTURE
2| COCTOSHVIE CPERbI TA3 TIAPBI
? é FLUID STATE G GAS V VAPOUR
© S BORAHOV AP
STEAM
- PACUETHOIE PAGOIIE
& z § CPEDA YCnosus yecnosust VHAVKATOP "
23 FLUIDE DESIGN OPERATING NPEREN WKANA LOCAL INDICATOR
2 é ”03'4“1‘1MBER TAG % f% CONDITIONS CONDITIONS VIBMEPEHWS Mna MPUMEY. % §
29 o i Mrla RANGE SCALE REMARKS s
=3 =53 COCTAB 5 P T P T MPa Mpa BCTP. ucT, s ¢
< 2 3 NATURE S 5 BUILT-IN REMOTE s
1 SG-1001 002/01 DAY L 1,25 +35 0,8 +5 X
TpebyeTca
2 S$G-1002 002/01 BeHson L 1,28 +35 0,8 +5 X anexTpooBorpes 1
3 SG-1003 002/02 BeH3uH L 1,04 +35 0,8 +5 X
4 SG-1004 002/02 Tonyon L 1,25 +35 0,8 +5 X
5 3nn L 1,25 +35 0,8 +5 X
NPUMEYAHUA:
NOTES:
TEXHONOVHYECKIAV OTREN MOHTAXHBI OTREN
PROCESS DEPARTMENT DEPARTMENT
Vism Tata Cocraswrt Tiposepw Vreepant Vs Tata Cocraswrn Tposepur Vieepann
Rev. Date Writer Checked by Approved by Rev. Date Writer Checked by Approved by
MO[LEJb /| UBTOTOBUTEJb
MODEL / MANUFACTURER
NMPOBOOTBEOPHOE YCTPOUCTBO nmcT | vam,
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